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[IN/OUT Connector] Connector Description of HN800 board 
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[Board Connection] Connect the nine boards as shown below in way DP Daisy Chain.

[Daisy Chain] A daisy chain refers to the configuration of a series of connected hardware devices. For example, when connecting devices A, B, and C, devices A and B are connected, 

and devices B and C are connected continuously. At this time, the device at the end is usually connected to a resistance device or a terminal device. All devices may receive the same 

signal, but in a different way from a simple bus, each device in the chain may modify its content before delivering one or more signals to the other device.
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①

③

②

1. Please set [VideoWall Enable] to on.

① Video Wall ② VideoWall Enable ③ on
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①

2. Please set the ID for each screen (panel).

① Select ID. ② Set ID. (1~9)



3. When setting to 3by3, please set the Position as shown below for each screen (panel).
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③ Set the panel Position to 1 ~ 9 respectively.

③
①

②

① Set the vertical ratio (H Ratio) to 2. ② Set the horizontal ratio (V Ratio) to 2.



①
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4. Please check the USB Serial Port (COM number) of the port in Device Manager.

② The COM number is different for each PC.
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5. Please download the HN800 executable file from the homepage (http://www.hidisplay.co.kr/MANUAL). (Homepage main  Support/Manual  HN800 : RS232 setup executable)

http://www.hidisplay.co.kr/MANUAL


6. Please unpack the downloaded executable file (HN800 RS232) and run vcredist_x86.

1
0



7. Please install as follows.
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8. If you run the HN800 RS232 program, the following UI screen will appear.
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1. If you change the port from default [COM2] to [COM6] (check in the device manager) and click [Connect & Disconnect], the port will be connected and ③ red will be

activated in green.
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②

①

③



2. Please change H COUNT / V COUNT to 3/ 3 and click SEND.
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① ②



3. The ID screen division changes from the initial value 4 to 9, and the background color changes to blue [DP2 - default].
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②



4. If you want to control all divided screens (1 ~ 9) at once, check the SELECT ALL to select the entire ID screen.

17

② ①

②



5. If you want to partially control the screen, check only the ID TABLE and click on the ID screen to control, the ID screen to be controlled is selected.
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①

②

②


